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5-Disc DVD/CD Changer
Picture
• Component Video Outputs
• Distortion-Free Special Effects
• 4:3, 4:3-Letterbox1 and 16:92 Capability
• VCD Compatible

Sound
• Dolby Digital3 and DTS4 Digital Output5

• CD-Quality Sound6

• SRS TruSurround9

Convenience
• Plays DVD, CD, CD-R/RW, MP3
• Universal Remote7

• Random Play
• Parental Rating Control†

• Audio/Video Outputs
• S-Video Output
• Optical and Coaxial Digital Audio Outputs
• Zoom Function (1.5X, 2X, 4X)

Plays
Audio
CDS



Specifications
• Dimensions: 4.3" H, 17" W, 16.2" D

• Approx. Shipping Weight: 18.7 Lbs.

• 110V AC 60 Hz

• Standard Power Supply

General
• Supports Disc Formats 

Plays all DVD, audio CD, CD-R/RW, VCD and
MP3.

Remote Control
• DVD Universal7 TV Remote 

CRK76DF1
DVD remote provides control of all 
DVD functions, certain TVs, and most 
A/V equipment.

• Requires Two “AA” Batteries (Included)

Picture
• High-Resolution Video Performance

720 pixels per horizontal line8 for crystal-clear
detail and picture clarity. More than twice the
resolution of standard VHS.

• 10-Bit Video
High-quality digital signal processors eliminate
digital artifacts providing smooth gradations
and transitions of video images.

• Multiple Aspect Ratios
With the press of a button, the DVD player 
can switch between 4:3, 4:3-letterbox1 and
16:92 formats.

• Special Effects
Sophisticated digital processing generates
exceptionally clean and clear Picture Search,
Freeze Frame, Slow Motion, Frame Advance
and Frame Reverse.

Sound
• 96 kHz 24-Bit Audio D/A

• Dynamic Range Compression
Compresses the dynamic range of a disc’s
soundtrack—quiets loud explosions, 
increases dialogue. 

• SRS TruSurround9

Simulates the surround sound experience of 
a six-speaker home theater system through 
a two-speaker stereo configuration.

• MP3 Decoder Built-In

•
3

and 
4

Compatible 
With Dolby Digital3 or DTS4 ready audio
equipment, will play full six-channel 5.1
audio via the optical or coaxial digital output. 
Full two-channel Dolby3 Pro Logic down 
mix for full compatibility with Pro Logic 
audio equipment.

Convenience
• Zoom Function–1.5X, 2X, 4X 

Zoom Capability
Zoom allows the on-screen image to be
increased 1.5X, 2X, or 4X with the ability to 
pan left/right, up/down while in zoom mode.

• Disc Exchange Feature
Ability to change four discs while one disc
continues to play.

• Disc Skip Feature
Ability to skip directly to any disc in the player.

• Discrete Track Access Control
Ability to skip directly to any track on a CD via
numerical inputs.

• Intelliseek™

Generates exceptionally clear pictures in fast,
slow, forward and reverse motion playback. 
2, 8, 16, 32X speeds allow for immediate 
scanning to any point in the disc while 1/2, 
1/4, 1/8, 1/16X slow motion forward and
reverse speeds allow for fine tune scanning.

• Closed Caption
Transfers closed caption data to TV for
decoding and display when it is available.

• Random Play Disc
Select random play for tracks or chapters on a
single CD, DVD, MP3 or VCD, or play random
tracks of a disc.

• Auto Power Off
Automatically powers off unit when there is 
no activity for 30 minutes.

• Parental Rating Control
The RCA DVD player gives studios the
capability to put the control of movie viewing
where it belongs—in parents’ hands. It allows
you to choose what is suitable for your child 
to see.† And without a password, the rating
control cannot be altered—great when adult
supervision is not always possible.

• Intro Scan
Plays the first five seconds of each track on 
the CD.

• Chapter/Track/Side Repeat
Permits automatic repeat of favorite 
DVD chapter or audio track.

Connections
• Component Video Outputs

YPrPb component video outputs provide
optimal video connection between the DVD
player and advanced TV systems. Minimizes
line scan and digital artifacts to provide a
terrific viewing experience.

•
3

and 
4

Bit-Stream Output5

Provides an encoded six-channel Dolby3 or DTS4

digital output via your choice of optical or
coaxial connections.

• S-Video Output
Provides optimum video performance with
increased brightness/color signal separation 
for monitors equipped with S-Video input.

• Audio/Video Outputs
Direct audio and video connections for
optimum performance.

• Included Accessories
– A/V Cable
– Batteries

• Back Panel

Plus
• Limited Warranty 

– 90 days—unit exchange, which includes
parts and labor.

– 91 days to one year—unit exchange, which
includes parts only; you pay the labor.

– See RCA dealer or visit www.rca.com for
complete details.

1 On properly encoded widescreen discs.
2 On properly encoded widescreen discs. Requires 16:9 television. 
3 Dolby and the double-D symbol are trademarks of Dolby 

Laboratories Licensing Corporation. Requires optional speakers 
and Dolby Digital receiver.

4 DTS and the DTS logo are trademarks of Digital Theater Systems, Inc.
5 Dolby Ready audio receiver and DTS receiver are required to obtain the full

benefit of Dolby Digital and DTS Surround Sound.
6 Quality of picture and sound are dependent upon the audio system, cables,

and/or television used by the consumer. Television also requires S-Video input
to realize full capability of the RCA DVD player. 

7 Controls some features on some brands of A/V Audio/DVD equipment.
8 Based on EIA measurements.
9 SRS, the SRS symbol , and TruSurround are trademarks of SRS Labs, Inc.
† When discs are encoded with special rating codes by movie studios.
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